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1. Emergency Contact Information and Procedures

Local Police — Country of Webster Sheriff— 87 Government Street, 911 and (662) 258-7701
Hattiesburg, MS 39744

Local Ambulance — AAA Ambulance Services — 6-92 US Highway 911 and (601) 545-8996
49, Hattiesburg, MS

Local Fire Department— Hattiesburg Fire Department— 810 North 911 and (601)582-3311

nain Street, Hattiesburg, MS

Local Hospital — Forrest General Hospital — 6051 US Highway 49, (601) 288-7000
-lattiesburg, MS

Local Weather Data Weather.com

Poison Control (800) 332-3073

National Response Center (all spills in reportable quantities) (800) 424-8802

U.S. Coast Guard (spills to water) (800) 424-8802

RCADlS Project Manager— John Ellis Office: (225) 292-1004 Cell: (225) 803-7012

RCADlS H&S Manager— Craig Derouen Office: (225)292-1004 Cell: (225) 802-7005

Client Contact — Tim Hassett Office: (302) 995-3456 Cell: (302) 379-0512

fVorkCare 1-800-455-6155

H&S/20 I I/Hercules/1/jk 1
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Directions to Hospital

Medical Facility: Forrest General Hospital
Address: 6051 US Highway 49, Hattiesburg, MS

Phone Number: (601) 288-7000

See map and directions on Page a.

Emergency Notification Procedure for the project:

Step I Dial 911 (if necessary) and/or Work Care 800-455-6155
Step 2:John Ellis — Office: (225) 292-1004 Cell: (225) 803-7012
Step 3:Craig Derouen — Office: (225)292-1004 Cell: (225) 802-7005
Step 4:Tim Hassett- Office: (302)995-3456 Cell: (302)379-0512

Emergency Supplies and Equipment List

Emergency Supplies and Equipment (check all that apply) Location on Project Site

First Aid Kit (type): Vehicles and office

Fire Extinguisher Vehicles and office

Mobile Phone LI Satellite Phone On person

j Traffic Cones When working near
roadways

LI_Walkie Talkies

IS Water or Other Fluid Replenishment Vehicles and office

Eye Wash/Quick Drench Station Office

I Eye Wash Bottle Vehicles

Wash and Dry Towelettes Office

Sunscreen (SPF 15 or higher) Vehicles and office

Insect Repellant Vehicles and office
(needs project approval)

LI_Chemical_Spill_Kit

LI Other (specify):

H&S1201 liHercuIesil/jk 2
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2. Introduction

All work on this project will be carried out in compliance with ARCADIS, U.S., Inc.
(ARCADIS’) Health and Safety Standards and the Occupational Safety and Health
Administration’s Hazardous Waste Operations and Emergency Response regulation.
The design of this health and safety plan (HASP) conforms to the requirements of the
ARC HSFS01 0-H&S Plan Standard. Specific health and safety information for the
project is contained in this HASP. All personnel working on hazardous operations or in
the area of hazardous operations shall read and be familiar with this HASP before
doing any work. All project personnel shall sign the certification page acknowledging
that they have read and understand this HASP.

Changes in the scope of the project or introduction of new hazards to the project shall
require revision of the HASP by the HASP writer and reviewer, and approval by the
Project Manager. The HASP Addendum Form and log table are included as
Appendix A.

Hercules Incorporated (Hercules) in Jackson, MS received an Administrative Order
(AO) from the United States Environmental Protection Agency (USEPA) May 9, 2011,
to determine, if any, the presence of contamination off-site, originating from the
Hercules facility. The USEPA AO directs Hercules to identify potential off-site
migration of contaminants and the respective pathways. ARCADIS has been
contracted by Hercules to conduct further environmental investigation of the Hercules
facility and to conduct an environmental investigation of the surrounding area. The
surrounding area for the initial investigations is a 0.5-mile radius, with the potential to
extend out to a 4 mile radius, as defined in the USEPA AO. The primary goal of
sampling activities will be to assess the presence, magnitude, extent, direction, and
rate of movement of any of the constituents to be monitored under the AO. The
approach will include incorporating and utilizing existing sampling data previously
collected as part of Site-related assessments conducted in the area by Hercules,
USEPA, or the state that relate to the purposes of the AO, including assessments to:
characterize the source(s) of any Constituents; characterize the potential pathways of
migration of any Constituents; define the degree and extent of the presence of any
Constituents; and identify actual or potential human and/or ecological receptors.
Detected Constituents will be investigated to determine the extent of any impacts. The
impacts will then be evaluated to determine the potential impact to any identified
human or ecological receptors.

H&S/2O 1/Herculesll/jk 3



Site-Specific Health &

f ARCADIS Safety Plan

Hattiesburg, Mississippi

3. Project Site History and Requirements

3.1 Site Background

The Hattiesburg, Mississippi, facility was developed in the 1920s as Hercules Powder
Company. In the mid-i 960s, the name of the company that owned the plant was
changed to Hercules Incorporated, Additional production plants were added in the
i 960s and i 970s. Portions of the plant were demolished in the 1 980s. In November
2008, Ashland Inc. purchased the stock of Hercules Incorporated, and Hercules
became a wholly owned subsidiary of Ashland Inc. During 2008 and 2009, two active
plants on the property produced chemicals for the pulp and paper industry: the
Kymene Plant and the AKD Plant. Hercules closed the facility in December 2009.
Currently, no active plants are on the property, nor are any such facilities planned.

The Hercules facility began operations in 1923. Throughout the facility’s history the
operations consisted of extracting and/or working with rosins to produce rosin
derivatives, paper chemicals, and Delnav, an agricultural insecticide. Structures at the
facility included offices, a laboratory, a powerhouse, production buildings, a wastewater
treatment plant, settling ponds, a landfill, and central loading and packaging areas.
The plant began to downsize in the 1980s (i.e. there was no new chemical expansion)
and process operations at the facility were shut down at the end of 2009. Currently,
many of the former plant buildings have been demolished. As part of plant demolition
and decommissioning activities, Hercules has been working with the Mississippi
Department of Environmental Quality to gain approval for decommissioning of the
on-site wastewater treatment impoundment basin (IB) and is awaiting a response to
the August 2010 Impoundment Basin Decommissioning Work Plan.

Various environmental investigations have been conducted at the Hercules facility
since the early 1980’s. The work has included geophysical investigations and
sampling of soil, groundwater, surface water, and stream sediment for analysis of
various constituents, including volatile organic compound (VOCs), semivolatile organic
compounds, pesticides, polychlorinated biphenyls, metals, cyanide, Dioxathion
(cis- and trans-), and Dioxenethion.

In 2005, a Corrective Action Plan was approved for monitored natural attenuation with
institutional controls. A monitoring program was implemented and controls were
established to restrict the land use and activities on-site. The monitoring program for
groundwater and surface water is currently conducted on a semiannual basis and
consists of water level gauging and analysis of select samples for VOCs
(semiannually) and Dioxathion/Dioxenethion (annually).

H&S/201 1/Hercules/1/jk 4
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As noted above, the scope of the Order, and the activities to be performed under the
Order, including but not limited to the implementation of the AO, is to assess the
presence, magnitude, extent, direction, and rate of movement of any Constituents.

3.2 Site Description

Site Type: (Check as many as applicable}

Active X Secure J_X Industrial

X Inactive Unsecured Commercial

I Uncontrolled I Residential

The Hercules Site is located on approximately 200 acres of land north of West Seventh
Street in Hattiesburg, Forest County, Mississippi. The Site is located in Township 4
North, Range 13 West, within Sections 4 and 5 just north of Hattiesburg, Mississippi.
The geographic coordinates of the Site are 31° 20’ 20’ north latitude and 89° 18’ 25”
west longitude. The physical address of the facility is 613 West Seventh Street,
Hattiesburg, Mississippi.

The Site is bordered to the north by Highway 42 and beyond which is Illinois-Central &
Gulf Railroad, along with various residential and commercial properties. The southern
property boundary is bordered by 7th Avenue; and by Roseland Park cemetery and
Zeon Chemical Corporation to the south-southwest. Across from these locations are
residential areas. The eastern and western boundaries are bordered by sparsely
populated residential and commercial areas.

I Other specify: I

Landfill Service station

Well field Water work

Railroad Undeveloijed

H&S/201 1/Hercules/1/jk 5
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The primary Chemicals of Concern (COC5) on this project are:

Known Concentration
Range (ppm, mg/kg, mg/I)

Source
Known Compounds (soillwaterldrum, etc.) Lowest Highest

Benzene Groundwater 0.0063 mg/L 7.6 mglL
Chloroform Groundwater 0.0027 mg/L 7.3 mg/L

Carbon Tetrachloride Groundwater 0.97 mglL 32 mglL
Total Dioxathion

(Dioxathion & Groundwater ND 0.0847 mglL
Dioxenethion)

Chlorobenzene Groundwater 0.15 mglL 0.760 mg/L

Methylene Chloride Groundwater ND 0.560 mglL

1,2 — Dichioroethane Groundwater ND 0.084 mglL

Methyl Isobutyl Ketone Groundwater ND 0.51 mglL

Toluene Groundwater ND 4.5 mg/L

ND Nondetect.

3.3 List of Project Tasks and Scope of Work

Task 1: Drinking Water Well Survey and Sampling — A potable water well survey
and sampling program will be implemented in the area surrounding the facility.
Sampling will be phased within the initial 0.5-mile radius as defined in the AD.
ARCADIS will identify and sample all appropriate water wells according to the
Sampling and Analysis Work Plan (SAP) developed for the project. An additional
assessment will be conducted in appropriate directions; based on initial well survey
findings, in 0.5-mile radial increments, until COC are no longer detected. If
warranted, additional sampling will be conducted out to a 4 mile radius.

Sampling activities will utilize low flow techniques (bladder or peristaltic pumps).
Modified Level D (hard hat, safety glasses, nitrile gloves, and steel toed boots)
personal protective equipment (PPE) will be required during water well sampling
activities. The Site Safety Officer (SSO) will conduct periodic air monitoring with
an organic vapor analyzer (OVA), during initial sampling activities to monitor the
ambient air for VOC concentrations. PPE upgrades (action level) will be based on
sustained readings of one half the threshold limit value (TLV) of the constituent
with the lowest TLV requirement. Benzene is the constituent of concern with the
lowest TLV, which is 0.5 parts per million (PPM). The project personal will base
PPE upgrades on Benzene, unless the OVAs utilized on site can distinguish the

H&S/201 1/Herculesll/]k 6
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various constituent concentrations separately. If the OVAs can monitor
concentrations of the project constituents separately, project management may
base PPE upgrades on the respective TLV values for each constituent deemed
present.

Higher constituent concentrations are expected in the area of the Hercules facility,
with lower constituent concentrations in the radius surrounding the Hercules
facility. Initial air monitoring for VOCs will be conducted during water well sampling
activities on or close to the Hercules facility. If air monitoring determines that
ambient air around the water well sampling activities are free or below one half of
the threshold limit value throughout the task, air monitoring frequency will be
adjusted accordingly by project management. Based on known groundwater
concentrations at the Hercules facility, all sampling activities are expected to
require level D personal protective equipment (PPE). ARCADIS will conduct all
water well sampling procedures according to the SAP. Additional hazards could
result from unfriendly or unsafe neighborhoods or people. If ARCADIS personal
identifies or observes any dangerous activities, stop work authority (SWA) will be
initiated and the proper notifications will be made. Work on the project will be
conducted in the daylight hours and staff will periodically check in with project
management approximately every 30 minutes. If deemed necessary by project
management, police escorts may be required.

Task 2: Surface Water and Sediment Sampling — ARCADIS will conduct a surface
water and sediment sampling in the area surrounding the facility. Assessment will
be conducted up to 0.5 mile away from the Facility. ARCADIS will identify any
wetlands, creeks, lakes or other surface water bodies, including any ditches
located within a 0.5 mile radius of the Facility’s property boundaries. ARCADIS will
identify any such bodies of water which are used for public recreational purposes
or may contain endangered species. Sampling will be focused on surface water
bodies that could potentially be impacted.

Level D PPE is expected for both the sediment and surface water sampling
activities. ARCADIS will utilize the buddy system at all times during these
activities. Due to the nature of the areas where surface and sediment sampling
activities will be conducted, additional PPE or work protocol may be required.
Sediment and surface water sampling activities have increased likelihood of
contact with biological hazards such as: snakes, ticks, bees, wild animals, dogs,
spiders, and poisonous plants. The SSO will evaluate the conditions and
determine if PPE needs upgraded (snake chaps, dog whistle, poison ivy block)
based on both physical and chemical conditions. Additionally, Kevlar gloves will be

H&SI201 1/Herculesll/jk 7



Site-Specific Health &

ARCADiS Safety Plan

Hattiesburg, Mississippi

utilized when handling glass sample containers. ARCADIS will conduct all
sediment and surface water sampling procedures according to the SAP.

• Task 3: Groundwater Sampling — Current shallow (water table) groundwater data
will be screened against calculated groundwater screening levels protective of
indoor air exposure. These values will be calculated from USEPA Regional
Screening Levels. If the groundwater screening level is below a Maximum
Contaminant Levels (MCLs), the MCL will be used as the criteria instead. As
necessary, additional groundwater samples may be collected to complete the
delineation of shallow groundwater. As described in USEPA (2002) VI Guidance,
further investigation of the VI pathway is necessary for any building within 100 feet
the screening level or MCL.

A Direct Push Technology (DPT) rig will be utilized to install the temporary
monitoring wells. Project management may determine to collect soil samples
during the installation of the monitoring wells. ARCADIS will ensure the proper
utility locates have been completed with a minimum of three lines of evidence.
Groundwater sampling activities will utilize low flow techniques (bladder or
peristaltic pumps). Level D PPE will be required during the installation of the
monitoring wells. If the well location is in or near a residential area, ARCADIS will
section off the work zone with caution tape and monitor pedestrian activity. If any
unauthorized individuals approaches or enters the work zone, stop work authority
will be used until it’s safe to continue work activities. The SSO will conduct
periodic air monitoring during installation activities to monitor the area for VOC
concentrations. Air monitoring for VOCs will also be conducted during initial
groundwater sampling activities on or close to the Hercules facility. If air
monitoring determines that ambient air around the groundwater sampling activities
is free or below one half of the TLV, throughout the tasks, air monitoring frequency
will be adjusted accordingly by project management. At minimum level D PPE will
be worn at all times. PPE upgrades will be base on sustained reading of one half
the action level of the constituent with the lowest TLV.

Groundwater samples will be obtained from the temporary wells following standard
sampling protocol. Upon completion of the groundwater sampling, project
management will determine when and if the temporary wells will be removed and
the borings will be plugged and abandoned. ARCADIS will conduct all
groundwater sampling procedures according to the SAP.

• Task 4: Soil Gas Sampling — A soil gas sampling program will be implemented.
Sampling will be phased within the initial 0.5-mile radius. Assessment will be

H&S1201 1/Herculesll/jk 8
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conducted up to 0.5-mile away from the Facility, if warranted. Identify residential
and commercial properties within a 0.5-mile radius of the Facility’s property
boundaries.

Soil gas sampling activities will utilize a hand auger to create a boring down to the
groundwater interface. If boring hand augering exceeds 5 feet, ARCADIS will
rotate staff to ensure muscle strain and fatigue hazards are minimized. A Summae

canister or tubing attach to the canister, will be advanced into the boring to
approximately one foot above the groundwater interlace. When properly
positioned, ARCADIS will collect the soil gas sample with the Summa® canister for
the timeframe indicated by the laboratory. Air monitoring for VOCs will be
conducted during soil-gas sampling activities. If air monitoring determines that
ambient air around the soil-gas sampling activities is free or below one half of the
TLV, throughout the task, air monitoring frequency will be adjusted accordingly by
project management.

A DPT rig may be utilized to create the boring needed to the collect the soil gas
samples if the groundwater interface is to deep to hand auger. Project
management will determine where the DPT rig is appropriate, however for Health
and Safety purposes anything over 10 feet depth will utilized DPT rig to obtain the
sample. If a DPT rig is utilized; ARCADIS will ensure that skilled associates or
sub-contractors are operating the DPT rig, that three lines of evidence are obtained
for proper utility clearance, and that PPE will be upgraded accordingly. ARCADIS
will section off the work zone with caution tape and monitor pedestrian activity. If
any unauthorized individuals approaches or enters the work zone, stop work
authority will be used until it’s safe to continue work activities. ARCADIS will
conduct all soil gas sampling procedures according to the SAP.

Task 5: Sub-Slab Soil Gas and Indoor Air Sampling — Based on the soil gas
results, a sub-slab soil gas and indoor air sampling program may be implemented.
Assessment will be conducted up to 0.5-mile away from the Facility. Identify
residential and commercial properties within a 0.5-mile radius of the Facility’s
property boundaries.

ARCADIS will obtain the proper access and acknowledgement agreements prior to
conducting any sub-slab soil gas sampling. ARCADIS will ensure that three lines
of evidence are obtained for proper utility clearance prior to conducting sub-slab
soil sampling. To obtain a sub-slab soil sample, ARCADIS personal will use a
hammer drill or like equipment to create a small hole in the building slab, down to
the soil below the slab. When the hole is created ARCADIS may utilize helium gas

H&S/201 llHercules/1/jk 9
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to test the hole for integrity. When ready, ARCADIS will use a Summa® canister to
collect the sub-slab soil gas sample. Upon completion ARCADIS will fill and seal
the hole in the slab and return the property to its previous condition, If ARCADIS
encounters unfriendly or unsafe conditions or people, or observes an illegal activity
while conducting indoor sub-slab soil sampling activities, ARCADIS will use SWA
and make the proper notifications. ARCADIS will conduct all sub-slab soil gas
procedures according to the SAP.

4. ARCADIS Organization and Responsibilities

4.1 All Personnel

Each person is responsible for completing tasks safely, and reporting any unsafe acts
or conditions to their supervisor. No person may work in a manner that conflict with
these procedures. Prior to initiating Site activities, all ARCADIS and subcontractor
personnel will receive training in accordance with applicable regulations, and be
familiar with the requirements and standards referenced in this HASP. In addition, all
personnel will attend daily safety meetings (tailgate meetings) to discuss Site-specific
hazards prior to beginning each day’s work. Every ARCADIS employee,
subcontractor, and client representative at the Site has the responsibility to stop the
work of a coworker or subcontractor if the working conditions or behaviors are
considered unsafe.

4.2 Project Manager/Task Manager

The Project Manager is responsible for verifying that project activities are completed in
accordance with the requirements of this HASP. The Project Manager is responsible
for confirming that the project has the equipment, materials, and qualified personnel to
fully implement the safety requirements of this HASP, and/or that subcontractors
assigned to this project, meet the requirements established by ARCADIS. It is also the
responsibility of the Project Manager to:

• Review all applicable H&S Standards, and ensure that project activities conform to
all requirements:

• Obtain client-specific health and safety information and communicate with the client
on health and safety issues:

• Communicate with the SSO on health and safety issues:

H&S/2OllIHercuIes/1/jk 10
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• Allocate resources for correction of identified unsafe work conditions;

• Ensure ARCADIS Site workers have all training necessary for the project; and

• Report all injuries, illnesses and near-misses to the client representative, lead
incident investigations, and ensure that any recommendations made are
implemented.

4.3 Site Safety Officer

The SSO has overall responsibility for the technical health and safety aspects of the
project. Inquiries regarding ARCADIS health and safety standards, project procedures,
and other technical or regulatory issues should be addressed to this individual. It is
also the responsibility of the SSO to:

• Review and work in accordance with the components of this HASP;

• Ensure that this HASP is available to and reviewed by all Site personnel including
subcontractors;

• Ensure that necessary Site-specific training is performed (both initial and tailgate”
safety briefings);

• Ensure Site visitors have been informed of the hazards related to ARCADIS work;

• Ensure that work is performed in a safe manner and has authority to stop work
when necessary to protect workers and/or the public;

• Coordinate activities during emergency situations;

H&S/201 1/HerculesI1/jk 11
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• Ensure that all necessary permits and safety information provided by the client is
disseminated to other Site personnel and is maintained in an organized manner;

• Communicate with the PM on health and safety issues;

• Reports all injuries, illnesses and near-misses to the PM; and

• Ensures that necessary safety equipment is maintained and used at the Site.

The SSO will contacts a health and safety professional for assistance in establishing
the respiratory cartridge change schedule as required.

5. Project Hazards and Control Measures

5.1 Hazard Analysis

Rank the hazards in the table below using HIGH (H), MEDIUM (M) or LOW (L) based on
current Site knowledge. For hazards that are not applicable, leave blank. Use results of
this analysis to verify controls in Job Loss Analysis (JLA) or other supporting documents
are adequate to mitigate task hazards. When in the field, use the Tailgate Safety Meeting
Form for task specific evaluation of task hazards.

Table 1. Hazard Ranking Chart

Consequence I Probability
Property Damage Injury Frequent Likely Occasional I Seldom I unlikely
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Hazards are ranked using the ARCADIS HARC Process: ARC HSMSOO2
Biological Mechanical Chemical/Radiation
M Biting/stinging insects L Cuts on equipmentitools Not applicable
L Biting animals L Pinch points on equipment L General
H Poisonous plants L Burns from equipment L Dusts, toxic
M Phys. damaging plants L Struck by equipment L Dusts, nuisance

L Chemicals, ARCADIS use
Driving Motion Chemicals, corrosive

L Night driving MfLifting/awkward body positions Chemicals, explosive
M Off-road driving M Struck by vehicle/traffic L Chemicals, flammable
M Urban driving — Chemicals, oxidizing
M All terrain vehicle Personal Safety Chemicals, toxic
M Boat L Working late/night — Chemicals, reactive

L Working alone — Radiation, ionizing
Electrical M High crime area Radiation, non-ionizing

Wet environments

Electrical panels Pressure Compound Specific
Electric utilities H Utilities (gas, water, etc) Asbestos
Electric power tools L Compressed gas cylinders L Benzene

Compressed air/aerosols — Cadmium
Environment L Hydraulic systems Hydrogen sulfide
H Heat — Lead

Cold Sound — Silica
M Lightning M Equipment noise
M Inclement weather M Tool noise Gravity
L High wind L Traffic noise (vehicle/train/etc) M Slip, trip, fall

L Fall from height
Ladders or scaffolds

L Struck by falling object

5.2 Job Loss Analyses, H&S Standards, and Personal Protective Equipment

A JLA has been completed for each DPT rig soil sampling, along with sediment and

surface water sampling. The Site SSO will develop additional JLAs on an as needed

basis with project specific information, and are included in Appendix B. The SSO will
be responsible for developing additional JLAs for the project on an as needed basis.

Hazards identified in the table above are addressed specifically in the JLAs as well as
control methods to protect employees and property from hazards. The JLA also lists

H&S/201 1/Hercules/lIjk 13



Site-Specific Health &

1? ARCADIS Safety Plan

Hattiesburg, Mississippi

the type of personal protective equipment (PPE) required for the completion of the

project. A detailed list of PPE for the project is located in Appendix D.

ARCADIS H&S Standards applicable to this project are listed below. These standards

should be reviewed by the project manager, task manager and Site personnel. The

Client H&S Resource should be contacted with any questions concerning the

standards.

• ARC HSFSOI 9 — Utility Location.

• ARC HSIHOO3 — Benzene.

5.3 Field Health & Safety Handbook

The Field H&S Handbook (FHSHB) is an ARCADIS document containing information

about topic-specific health and safety requirements for the field. This handbook

contains relevant general topics and is used as part of the overall HASP process. To

aid in the consistency of the HASP process the handbook will be used as an

informational source in conjunction with this HASP.

The following handbook sections are required reading for this project:

• Section Ill-F. General Housekeeping, Personal Hygiene and Field Sanitation.

• Section lll-G. Site Security, Work Zone and Decontamination for HAZWOPER

Sites.

• Section lll-GG. HAZWOPER and HAZMAT Response.

• Section Ill-lI. Drums and other Material Handling.

• Section III and Title N. Biological Hazards.

• Section Ill and Title X. Boating Operations Safety.

• Section Ill and Title Y. Confined Spaces (ARCHSSFOO3).

• Section III and Title BB. Fall Protection (ARCHSFSOO7).

• Section III and Title CC. Hand and Power Tools.
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6. Hazard Communication (HazCom)

All project required chemicals must be handled in accordance with the
ARCADIS-HazCom Standard (ARC HSGEOO7), and the requirements outlined in the
Field H&S Handbook. The table below lists all chemicals that will be brought, used,
and/or stored on the Site by ARCADIS or its subcontractors. Material Safety Data
Sheets (MSDS) for chemicals brought on site are included in Appendix E.
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List the chemicals anticipated to be used by ARCADIS on this project subject to HazCom require, ifJffj 47
(Modify quantities as needed)

Acids/Bases Qty Decontamination Qty Calibration Qty.

Not applicable J Not applicable El Not applicable
Hydrochloric acid <500 ml El Alconox • 5 lbs Isobutylene/air 1 cyl
Nitric acid <500 ml Liquinox 1 gal El Methane/air 1 cyl

El Sulfuric acid <500 ml El Acetone 1 gal El Pentane/air 1 cyl

El Sodium <500 ml El Methanol I gal j Hydrogen/air I cyl
hydroxide

El Zinc acetate <500 ml El Hexane • 1 gal El Propane/air 1 cyl

El Ascorbic acid <500 ml El Isopropyl alcohol • 4 gal El Hydrogen 1 cyl
sulfide/air

El Acetic acid <500 ml El Nitric acid • 1 L El Carbon 1 cyl
monoxide/air

El Other: El Other: pH standards • 1 gal
(4,7,10)
Conductivity • 1 gal
standards

El Other:
Fuels Qty. Kits Oty.

El Not applicable El Not applicable
Gasoline • 5 gal El Hach (specify): I kit
Diesel • 5 gal El DTECH (specify): 1 kit

El Kerosene • 5 gal El EPA 5035 Soil 1 kit
(specify kit):

El Propane 1 cyl El Other:

El Other:

Remediation Qty. Other: Qty.

Not applicable El Not applicable

El Other: El Spray paint 6 cans

El Other: El WD-40 • 1 can

El Other: Helium • 1 cyl

El Other: El Pipe primer 1 can

El Mineral spirits • 1 gal
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Find an MSDS
Source: www.hz.qenium.com
Username: arcadis_library
Password: libraryl

6.1 Chemical Hazards

Air monitoring will be conducted as outlined in this HASP to collect exposure data for
CCC or for chemicals brought on site for use. Table 2 lists the properties of chemicals
that will be encountered at the Site.

Table 2. Chemical Hazard Information

Odor 8-hr IDLH
Threshold Routes of Entry! TWA1 (NIOSH) STEL Source

Chemical Name IP (eV) (ppm) Exposure Symptoms (ppm) (ppm) (ppm) TLV!PEL

inhalation, skin absorption,
Benzene 9.25 4.68 ingestion, skin and/or eye 0.5 500 2.5 ACGIH

contact

inhalation, skin absorption,
Carbon Tetrachloride 11.28 21.4 ingestion, skin and/or eye 5 (skin) 200 10 (skin) ACGIH

contact

inhalation, skin absorption,
Chlorobenzene 9.07 0.741 ingestion, skin and/or eye 10 1,000 N/A ACGIH

contact

inhalation, skin absorption,
Chloroform 1137 250-1,000 ingestion, skin and/or eye 10 500 2(NIOSH) ACGIH

contact

inhalation, skin absorption, —

Dioxathion/Dioxenethion N/A N/A ingestion, skin and/or eye 0.1 (skin) N/A N/A ACGIH
contact

inhalation, skin absorption,
1001,2-Dichloroethane 11.05 24-440 ingestion, skin and/or eye 10 50 ACGIH

contact ‘

Material safety data sheets (MSDSs) must be available to field staff Manufacturer supplied MSDSs are preferred,
however, if the manufacturer’s MSDS cannot be located, use the source provided below, Indicate below how MSDS
information will be provided:

D Not applicable

______________________________________________

Printed copy in company vehicle
Printed copy in the project trailer/office

___________________

Printed copy attached
Electronic copy on field computer

______________________________________________

Bulk quantities of the following materials will be stored:

Contact the project H&S contact for information in determining code and regulatory requirements associated with
bulk storae of materials.
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Odor 8-hr IDLH
Threshold Routes of Entry! TWA1 (NIOSH) STEL Source

Chemical Name IP (eV) (ppm) Exposure Symptoms (ppm) (ppm) (ppm) TLVIPEL

inhalation, skin absorption,
125Methylene Chloride 11.32 540-2,160 ingestion, skin and/or eye 50 2,300

‘OSHA’
ACGIH

contact ‘

inhalation, skin absorption,
Methyl Isobutyl Ketone N/A N/A ingestion, skin and/or eye 50 500 75 ACGIH

contact

inhalation, skin absorption,
Toluene 8.82 2.9 ingestion, skin and/or eye 20 500 300 ACGIH

contact

1The TLV (Threshold Limit Value) from the American Conference of Governmental Industrial Hygienists
(ACGIH) is listed unless the PEL (Permissible Exposure Limit), designated by OSHA, is lower.

See Section 7 for information on air monitoring requirements.

7. Tailgate Meetings

Tailgate safety briefings must be conducted at least once daily and should be
conducted twice daily (at the start of the job and after mid-day meal break), or as
tasks/hazards change. Each tailgate safety briefing must be documented on the form
included in Appendix C and maintained with the project files. The tailgate safety
briefing will serve as a final review for hazard identification and controls to be utilized.
JLAs and the ARCADIS FHSHB controls should be reviewed as part of the briefing to
ensure hazard controls are adequate for planned work.

8. Personal Exposure Monitoring and Respiratory Protection

Personal and area exposure monitoring will be documented on the Real Time
revamped Exposure Monitoring Data Form provided in Appendix C. All monitoring
equipment will be maintained and calibrated in accordance with manufacturer’s
recommendations. All pertinent monitoring data will be logged on the form and
maintained on site for the duration of project activities. Calibration of all monitoring
equipment will be conducted daily and logged on the same form.

Table 3 lists exposure monitoring requirements and associated action levels for site
exposure hazards (e.g. chemical, noise, radiation, etc). Action levels have been
developed for exposure monitoring with real-time air monitoring instruments as
specified in the table. Air monitoring data will determine the required respiratory
protection levels at the Site during scheduled intrusive activities. The action levels are
based on sustained readings indicated by the instrument(s). Air monitoring will be
performed and recorded at up to 30-minute intervals.
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If elevated concentrations are indicated, the monitoring frequency will be increased, as

appropriate. If sustained measurements are observed during this time, the following

actions will be instituted, and the Project Manager and Project Health and Safety

Manager will be notified. For purposes of this HASP, sustained readings are defined

as the average airborne concentration maintained for a period of one minute.

Table 3. Exposure Monitoring Requirements

Site-Specific Health &

Safety Plan

Hattiesburg, Mississippi

TASK 1 — Water well sampling

Is exposure monitoring required for the completion of this task?
YES LI NO If yes, complete the following:

Monitoring Action Level
Exposure Hazard Monitoring Equipment Frequency (ppm) Required Action

Benzene PID / FID I Dräger Tube Continuous 0.25 Level C (full face)

Chloroform PID / FID / Dräger Tube Continuous 5 Level C (full face)

Chlorobenzene PID I FID / Dräger Tube Continuous 5 Level C (full face)

1 ,2-Dichloroethane PID / FID I Drager Tube Continuous 5 Level C (full face)

MCel1Ylne PID I FID / Drager Tube Continuous 25 Level C (full face)

Methyl Isobutyl PID / FID I Drager Tube Continuous 25 Level C (full face)
Ketone

Toluene PIDIFID/Dräger Tube Continuous 10 Level C(full face)

TASK 2 — Surface Water and Sediment Sampling

Is exposure monitoring required for the completion of this task?

LI YES LI NO If yes, complete the following:

TASK 3 — Groundwater well installation and sampling

Is exposure monitoring required for the completion of this task?

LI YES [1 NO If yes, complete the following:

Monitoring Action Level
Exposure Hazard Monitoring Equipment Frequency (ppm) Required Action

Benzene — PID I FID / Drager Tube Continuous 025 - Level C (full face) —

Chloroform PID I FID / Drager Tube Continuous 5 Level C (full face)

Chlorobenzene PlO / FID / Dräger Tube Continuous 5 Level C (full face)

1 ,2-Dichloroethane PlO I FID I Drager Tube Continuous 5 Level C (full face)
Methyene PID / FID / Dräger Tube Continuous 25 Level C (full face)
Chloride

Methyl Isobutyl PID / FID I Drager Tube Continuous 25 Level C (full face)
Ketone

Toluene PIDIFID/DragerTube Continuous 10 LeveIC(full face)
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TASK 4—Soil gas sampling

Is exposure monitoring required for the completion of this task?

YES LI NO If yes, complete the following:

Exposure Hazard Monitoring Equipment Monitoring Action Level Required Action

Frequency (ppm)

Benzene PID I FID / Drager Tube Continuous 0.25 Level C (full face)

Chloroform PID I FID / Dräger Tube Continuous 5 Level C (full face)

TASK 5— Sub-slab soil gas sampling

Is exposure monitoring required for the completion of this task?

YES LI NO If yes, complete the following:

Exposure Monitoring Monitoring Action Level Required Action

Hazard Equipment Frequency (ppm)

Benzene PID I FID / Drager Continuous 0.25 Level C (full face)

Chloroform PID I FID I Drager Continuous 5 Level C (full face)

Chlorobenzene PID / FID I Drager Continuous 5 Level C (full face)

1,2- PID I FID I Drager
Continuous 5 Level C (full face)Dichloroethane Tube

Methylene PID / FID / Drager
Continuous 25 Level C (full face)

Chloride Tube

Methyl Isobutyl PID/ FID/ Dráger Continuous 25 Level C (full face)
Ketone Tube

Toluene PID/FID/Drager Continuous 10 Level C(fulI face)

8.1 Respirator Cartridge Change Schedule

Respirators will be stored in clean containers (i.e., self-sealing bag) when not in use. If

respirators are required to be worn based on the action levels established above,

respirator cartridges will be replaced in accordance with the following change-out

schedule.
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Type of Cartridge Cartridge Change-out Schedule

Particulate (i.e., High At least weekly or whenever the employee detects an
Efficiency Particulate Air) increase in breathing resistance. This will occur as the

filter becomes loaded with particulate matter.

Sorbent (i.e., organic At the end of each day’s use or sooner, if the respirator
vapor) manufacturer change-out schedule software program

dictates otherwise. The Project H&S Manager or the
Project Manager must be consulted regarding gas/vapor
cartridge change-out schedule. This will be determined
per the ARCADIS Respiratory Protection standard —

ARC HSGEOI7.

Personnel who wear APRs must be trained in their use, must have successfully
passed a qualitative respiratory fit test within the last 12 months, and must have
medical clearance for APR use.

With the exception of protection against particulates*, if the action plan outlined above
calls for an upgrade to an air-purifying respirator (for protection against organic vapors
and other gaseous chemicals), the following will apply:

• The respirator cartridge will be equipped with an end-of-service-life indicator (ESLI)
certified by NIOSH for the contaminant; or

• If there is no ESLI appropriate for a contaminant, the project will implement a
change schedule for cartridges to ensure that they are changed before the end of
their service life.

*Note
— A Cartridge Change Schedule is not necessary for cartridges used in the

protection against particulates provided that the cartridges are changed out when there
is a perceived resistance in breathing experienced by the user.

9. Medical Surveillance

Medical surveillance requirements are outlined in the ARCADIS Medical Monitoring
Program Standard ARCHSGEO1O. All medical surveillance requirements as indicated
must be completed and Site personnel medically cleared before being permitted on the
project Site.
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10. General Site Access and Control

The SSO will coordinate access and control security at the work site. As the work
dictates, the SSO will establish a work area perimeter. The size of the perimeter will
be based on the daily task activities and will be discussed with all project personnel
during the tailgate meeting and then documented on the tailgate meeting form. Control
zones for Level C or above will be demarcated by either visual or physical devices and
will be monitored for effectiveness by the SSO.

Only authorized personnel will be allowed beyond the perimeter. Other Site workers
and visitors to the Site should be kept out of the work site. If visitors need access to
the Site, the SSO will escort the visitor at all times. All visitors will log in and out with
the SSO. The visitor log sheet is included in Appendix C.

ARCADIS will obtain access and acknowledgement agreements for all properties
where work tasks will be conducted. Due to the nature and residential surroundings
where some of the projects work tasks will be conducted, additional safety concerns
are present. ARCADIS will instruct all associates to use SWA if any dangerous or
illegal activity is observed. If SWA is used in relation to dangerous or illegal activity,
ARCADIS will proceed directly to the project meeting point or office and will contact
project management. If warranted, project management may decide to contact the
local authorities to manage the situation.

10.1 Sanitation at Temporary Workplaces

10.1.1 Potable Water

An adequate supply of potable water must be provided on the Site. Portable
containers used to dispense drinking water shall be capable of being tightly closed, and
equipped with a tap. Water shall not be dipped from containers. Any container used to
distribute drinking water shall be clearly marked as to the nature of its contents and not
used for any other purpose. Where single service cups (to be used but once) are
supplied, both a sanitary container for the unused cups and a receptacle for disposing
of the used cups shall be provided.

10.1.2 Toilet Facilities

Under temporary field conditions, the SSO will make provisions so that no less than
one toilet facility is available. Use of a nearby toilet facility is an acceptable
arrangement for mobile crews having transportation readily available.
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11. Decontamination Control Zones and Procedures

The decontamination procedures outlined in the Field H&S Handbook are provided for

typical Level D and Level C ensembles.

The zones for Level C and above will be designated by traffic cones, barricades, signs,

caution tape, or other means effective in identifying the different areas. The SSO will

establish control boundaries for the exclusion zone, contamination reduction zone, and

the support zone. The zones will be identified by the SSO during tailgate meetings and

documented on the meeting form. Entrance and exit to the exclusion zone will only be

through controlled access points established for each work area.

Level B or Level A decontamination procedures are detailed in the below table:

Table 4. Level A/B Decontamination Steps

Level A Decontamination Steps Level B Decontamination Steps

EZ-1 Segregated Equipment Drop EZ-1 Segregated Equipment Drop

EZ-2 Boot Cover and Glove Wash EZ-2 Boot Cover and Glove Wash

EZ-3 Boot Cover and Glove Rinse EZ-3 Boot Cover and Glove Rinse

EZ-4 Tape Removal EZ-4 Tape Removal

EZ-5 Boot Cover Removal EZ-5 Boot Cover Removal

EZ-6 Outer Glove Removal EZ-6 Outer Glove Removal

CRZ-7 SuitlSafety Boot Wash CRZ-7 Outer Glove Removal

CRZ-8 Suit/Safety Boot Rinse CRZ-8 Suit/SCBA/Boot/Glove Rinse

CRZ-9 Encapsulated Suit Partial Removal/Tank Change CRZ-9 Tank Change

CRZ-9a Redress-return to EZ CRZ-9a Redress-return to EZ

CRZ-1O Safety Boot Removal CRZ-1O Safety Boot Removal

CRZ-1 1 Encapsulated Suit Removal CRZ-1 1 SCBA Removal

CRZ-12 SCBA Removal CRZ-12 Splash Suit Removal

CRZ-1 3 Inner Glove Wash CRZ-1 3 Inner Glove Wash

CRZ-14 Inner Glove Rinse CRZ-14 Inner Glove Rinse

CRZ-15 Face-piece Removal CRZ-15 Face-piece Removal

CRZ-16 Inner Glove Removal CRZ-16 Inner Glove Removal

CRZ-17 Inner Clothing Removal CRZ-17 Inner Clothing Removal
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Level A Decontamination Steps Level B Decontamination Steps

SZ-1 8 Field Wash SZ-1 8 Field Wash

SZ-19 Redress SZ-19 Redress

EZ-Exclusion Zone CRZ-Contamination Reduction Zone SZ-Support Zone

12. Emergency Action Plan (EAP)

In the event that an injury, over-exposure or spill has occurred, an EAP will be

implemented. All employees working on this project must be shown the location and
proper use of all emergency equipment prior to beginning work on the project.

13. Client-Specific Health and Safety Requirements

ARCADIS project personnel must comply with the client’s specific H&S requirements at
all times. Client-specific H&S requirements are as follows:

• Conform to Ashland Incorporated Procedure No. EHS-PRO7 for confined spaces.
(Copies of the Ashland and ARCADIS procedures are included in Appendix H.)

14. Ground or Air Shipments of Hazardous Materials (HazMat)

All samples, electronic equipment with batteries, powders, gases, liquids, magnetized
materials or radioactive materials being shipped by air or ground transport will be
evaluated using the ARCADIS Shipping Determination process to determine if the
material or equipment being shipped is hazardous for transport. All materials identified
as HazMat will be shipped according to applicable Department of Transportation (DOT)
and International Air Transport Association (IATA) regulations and requirements as
prescribed by the ARCADIS DOT Program.

All employees collecting samples, preparing HazMat packages, or offering HazMat to a
3rd party carrier such as FedEx will have current HazMat training as prescribed by the
ARCADIS DOT Program.

14.1 Department of Transportation Dangerous Goods Shipping Requirements

ARCADIS has policies in place for transporting small quantities of hazardous materials
and for offering for shipping via ground or air. These policies are designed to meet the
applicable requirements. As such, only ARCADIS staff that have been trained in the
proper methods to prepare and ship hazardous materials are authorized to do so.
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Tasks associated with the packaging, labeling, marking, and preparation of hazardous
materials for shipping or transport must have all appropriate and applicable training.

14.2 Materials of Trade (MOT)

DOT allows for a small amount of hazardous materials that are used in or an inherent
part of our work to be transported in company vehicles. This includes things like
gasoline, paint, small compressed gas cylinders, calibration gas, etc. To transport
these:

• Staff will complete MOT training.

• Vehicles used in transportation to and from off-site work locations will be in
conformance with ARCADIS vehicle safety procedures.

Hazardous materials will be transported as described above as a result of the
activities covered in this HASP. Site personnel who transport materials mentioned
above will complete the Hazardous Materials Transportation Form included in
Appendix E.

14.3 Department of Transportation

Staff who collect, prepare, package, mark, label, complete shipping declarations,
offer shipments to a transporter, directly transport or are engaged in other activities
associated with the transportation of Hazardous Materials (referred to as Dangerous
Goods in Canada and by the IATA) will have appropriate and applicable training.
DOT requires all individuals who participate in hazmat shipping including activities
such as completing the paperwork (but not signing it), filling a container with a
hazardous material (including filling a drum with drill cuttings or purge water),
marking, labeling, and packaging the hazardous material, etc., have awareness level
training on the DOT requirements. DOT requires additional job function training for
those who conduct specific activities including:

• Staff who have to sign shipping papers or manifests, are listed as the 24-hour
emergency contacts on shipping and have the responsibility for identifying,
classifying, packaging, marking, and labeling HazMat packages, and/or are
directing or overseeing others who do these tasks will become certified through the
completion of additional training.
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• The above training allows the offering employee to ship only by ground. If the
shipment is to be offered for air transport, additional training is required.

Shipments as described above will be made as a result of the activities covered in
this HASP. Site personnel shipping hazardous materials will complete the
Hazardous Materials Shipment Form included in Appendix E.

15. Loss Prevention SystemTM and Loss Prevention Observations (LPOs)

As part of any project, no matter how simple or complex, LPOs should be conducted
when practical and when able to integrate into normal business activities. LPOs
should be scheduled based on the risk of the tasks being performed, and should be
conducted for different tasks and at different times. Completion of LPOs should be
documented on the tailgate meeting form.

The following table outlines the LPO plan for the project:

Identified Task Schedule Observer Observee Feedback
for LPO Date Name Name Supervisor Name

16. Subcontractors

A copy of this HASP is to be provided to all subcontractors prior to the start of work so
that the subcontractor is informed of the hazards at the Site. While the ARCADIS
HASP will be the minimum health and safety requirements for the work completed by
ARCADIS and its subcontractors, each subcontractor, in coordination with ARCADIS
health and safety personnel, is expected to perform its operations in accordance with
its own HASP, policies and procedures unique to the subcontractors work to ensure
that hazards associated with the performance of the work activities are properly
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controlled. Copies of any required safety documentation for a subcontractor’s work
activities will be provided to ARCADIS for review prior to the start of on-site activities.

In the event that the subcontractor’s procedures/requirements conflict with
requirements specified in this HASP, the more stringent guidance will be adopted after
discussion and agreement between the subcontractor and ARCADIS project health
and safety personnel. Hazards not listed in this HASP, but known to the subcontractor
or known to be associated with the subcontractor’s services, must be identified and
addressed to the ARCADIS project or task manager and SSO prior to beginning work
operations.

If the subcontractor prefers to adopt this HASP, the “Subcontractor
Acknowledgement Memo” must be signed and dated by the subcontractor’s
management and placed in the project file. Once the signed memo is received by
the project manager, an electronic version of our HASP can be submitted to the
subcontractor to use as their own. Subcontractors working at the Site will need to have
this plan with them, and will also need to sign the Subcontractor HASP receipt
signature page of the ARCADIS HASP (Appendix C). Subcontractors are responsible
for the H&S of their employees at all times, and have the authority to halt work if unsafe
conditions arise.

The Project/Task Manager and SSO (or authorized representative) has the authority to
halt the subcontractor’s operations and to remove the subcontractor or subcontractor’s
employee(s) from the Site for failure to comply with established health and safety
procedures or for operating in an unsafe manner.

17. Project Personnel HASP Certification

All Site project personnel will sign the certification signature page provided in
Appendix C of this HASP.

18. Roadway Work Zone Safety

All project work performed in a public (ARC DOT-301) or private (ARC DOT-302)
roadway, regardless of work duration, will require a either a written Traffic Control Plan
(TCP) or a Site Traffic Awareness and Response (STAR) Plan. Projects having work
activities on both public and private roadways will operate under a TCP approved by
an employee designated with Engineering Judgment.
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Addendum Page

This form should be completed for new tasks associated with the project. The project manager and/or task
manager should revise the Project Hazard Analysis Worksheet with the new task information and attach to
this addendum sheet. JLAs should be developed for any new tasks and attached as well.

Review the addendum with all Site staff, including subcontractors, during the daily tailgate briefing, and
complete the tailgate briefing form as required. Attach a copy of the addendum to all copies of the HASP
including the Site copy, and log in the Addendum Log Table A-i on the next page.

Addendum Number:

_____________________

Project Number:

_________________

Date of Changed Conditions:

_____________________

Date of Addendum:

__________________

Description of Change that Results in Modifications to HASP:

Signed:

___________________________________

Signed:

____________________________

Project Manager Site Safety Officer

Signed:

___________________________________

Signed:

____________________________

H&S Plan Writer H&S Plan Reviewer
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Addendum Log Table

Addendums are to be added to every copy of the HASP, and logged on Table A-i to verify that all copies of
the HASP are current:

Table A-i Addendum Log Table

Addendum — Date of Reason for Addendum Person Completing
Number Addendum Addendum

2

3

4

5

6

7

8

9

10

Make additional conies of this form as necessary.
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Personwalking throughwatershould

minimize what they arecarrying so they’ 9
can maintain balance. 9

ij e’tirigs”fr’brn ring’” rike multiple trips if neces’sai.

b liequipmentto samplinglocations Coolerswith sampleswill get heavier 9
asjob progresses.Use smallercoolers
to keeploadslight Do not overfill
backpacks.
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2. Slips from walking on wet wearrubberouterbootswhen N

surfacesnearshoreline appropriate.Wadersshould be worn
,whenwading into deeperwater.
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3>Waterentertngbootscan wear rubberouterbootswhen
increasethe changefor blisters appropriate.Wadersshould be worn
and otherskin issueswith when wading into deeperwater

9 feet/ankles

4 falling into watercan cause
injury/drowning

wear PFD If falling into waterdeeper
thanwaist high is a hazard,or if
working proximal to turbulent/fast

moving water. TRACK water
coinditionsevery day as rain can
causewaterconditionsto worsen.
Personwalking throughwatershould

minimize what they arecarrying so they
can maintainbalance.

wearbootswith good treadand avoid
heavily muddiedareas.

3 Soil sampling(augeror trowel
advancement)
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